
LAND USE DEVELOPMENT REGULATIONS                                             Lummi Planning Department 

1 

DIMENSIONAL & BULK STANDARDS 
Identifies the basic allowable standards for safe, healthful, attractive and prosperous land 

use development for each zone district; (l-to-r) Residential, Commercial, Industrial, 
Forestry, Agriculture, Open Space, Marine, and MiXed Use. 

Pursuant to Title 15, Section .02.020(a) and .04.020(a-b) 

 
Standard 

Zone  
District 

R C I F A OS M MX 

Lot size minimum area  
(sq ft or acres) assuming other 

requirements are met 

7,200 5,000 ¼ ac 5 ac 5ac 5ac N/a 5,000 

Open space minimum (%) 
Proportion of the parcel to remain in a 
natural, undisturbed condition 

40 0 10 95 5 100 85 15 

Landscaping minimum (%) 
Proportion of the parcel required to be 
permanently landscaped. 

0 15 10 0 0 N/a 0 15 

Density is the maximum number of units 

allowed per acre 
*12 8 2 .20 .20 N/a N/a 12 

*Maximum density for single-family homes and duplex, and mobile homes is six (6) units per acre. 

Building height is the vertical distance from the average finish grade (ground surface) immediately adjacent to the 
building measured to the highest point of the structure.   Maximum height is thirty-five (35) feet (16 feet within the first 
30 feet from front property line in Residential Zone). 
EXCEPTIONS: (chimneys, antenna, towers, spires, steeples, and cupola not used for habitation or storage) may exceed 
the building height up to 25 feet with a conditional use permit.  Minimum building height is seven (7) feet.    

Setbacks are minimum allowable distance (in feet) from any buildings to the property boundary line. EXCEPTIONS: 
(eaves, porches and decks) may extend into yards halfway (50% of the setback distance) with a conditional use permit 

Front yard 
(R: 20 in Shoreline Overlay) 

25/20 
 

20 30 50 50  
N/a 

30 20 

Rear yard  20 20 50 50 50 20 20 

Side yard 
(R: 10 one side, 5 other side)   

10 /5  10 20 20 20 20 10 

Shoreline setback (from OHWM) 75 200 30 75 

Minimum mean lot depth (ft) 100 80 120 600 600 600 600 80 

Minimum lot width (ft) @ the 
building line 

60 60 90 300 300 N/a 300 60 

Lot coverage (%) by buildings seven 
(7) or more feet high  

40* 45 40 1 1 5 2 45 

Septic system requirements is 
the minimum parcel size necessary to 
permit an on-site septic system and only 
if Lummi sewer service is not available 

2 ac N/a 5 ac  5 ac 5ac 5 ac 5 ac N/a 

Impervious surface (%) is the 
maximum allowable proportion of the 
parcel that may prevent runoff from 
percolating into the ground. 

50* 80 75 2 2 2 5 70 

Water retention (%) is the minimum 
allowable area of the parcel devoted to 
on-site storm water control (diversion, 
collection, storage or recharge) 

0* 5 5 0 0 0 - 10 

*Exception: LCL 17.05.060  


